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SECTION B-B

NOTES:

MATERIALS: ALL MATERIALS ARE RoHS COMPLIANT PER EU DIRECTIVE 2011/65/EU & AMENDMENTS1.
CONTACTS: PHOSPHOR BRONZE PLATED WITH NICKEL UNDER PLATE ALL OVER. MATING AREA PLATED •
WITH MATTE TIN OR GOLD AS DEFINED BY THE PART NUMBER SELECTED.

ELECTRICAL CHARACTERISTICS2.
CURRENT RATING: 8A (18 AWG) OR 5A (20 AWG) OR 3A (22 AWG) PER CONTACT WHEN USING 3 CONTACTS•
OPERATING TEMPERATURE: -40 C TO +105 C•

3.    CONTACT DESIGNED FOR SOCKET HOUSING P/N: FLH-SX1-00

T01 = 100µ" TIN
G15 = 15µ" GOLD
G30 = 30µ" GOLD 

SC = SOCKET CONTACT
3 = AWG #18 - AWG #22

CONTACT FINISH

SERIES
FLH
CONTACT TYPE

PART NUMBER:          FLH - SC136 - XXX

AMPHENOL PART NUMBER: FLH-SC136-XXX

WIRE SIZE MAX 
INSULATION DIM 'A' DIM 'B' DIM 'C' DIM 'D' DIM 'E' DIM 'F'

18 - 22 1.5 2.29 2.54 0.76 1.91 2.08 0.64
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DETAIL C 
SCALE 1 : 1

PACKAGING: FLH-SC136-XXX 6000 PCS PER REEL.
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