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NOTICE - These drawings, specifications, or other data (1) are, and remain the
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confidential and not to be disclosed to any person other than those to whom they
are given by Amphenol Corp.  the furnishing of these drawings, specifications, or
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not to be regarded by implication or otherwise in any manner licensing, granting
rights to permitting such holder or any other person to manufacture, use or sell any
product, process or design, patented or otherwise, that may in any way be related to
or disclosed by said drawings, specifications, or other data.
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NOTES:
 
1.  MATERIALS AND FINISHES:
     BODY,CONTACT   - BeCU, GOLD PLATING
     INSULATOR      - PTFE,NATURAL
     RETAINING RING - BRASS, GOLD PLATING
     FERRULE        - SEAMLESS COPPER TUBE, GOLD PLATING
 
2.  CABLE ASSEMBLY INSTRUCTIONS:
      A. TRIM CABLE AS SHOWN.
      B. INSERT CABLE CENTER CONDUCTOR TO CONTACT.
         CRIMP OR SOLDER CENTER CONTACT WITH DANIELS POSITIONER #K878S AND TOOL M22520/2-01 (SELECTOR #4).
      C. INSERT CABLE WITH CENTER CONDUCTOR INTO CONNECTOR UNTIL IT BOTTOMS.
      D. CRIMP FERRULE WITH FRAME #227-944 (M22520) & DIE SET #227-1221-03.( 0.128 HEX).
 
3.  CONNECTOR IS TO BE PACKAGED WITH A TAG STAMPED AS FOLLOWS: AMPHENOL 902-5039.
 
4.  SHOWS CABLE ENTRY DIMENSIONS.
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