
Conquer Electronics Co., Ltd.

Miniature Fuse
CONQUER

Conquer Electronics Co., Ltd.  
No.26, Wucyuan 5th Rd., Wugu Dist.,(New Taipei Industrial Park) New Taipei City 24888, Taiwan    TEL: 886-2-8990-2189 (Rep.)    FAX: 886-2-8990-2577

Offical Website: http://www.conquer.com.tw

UBM UBM-A

           
Electrical Characteristic  
(IEC-60127-2 STANDARD SHEET1) 
       Rated 1.5In 2.1In      2.75 In          4 In  10 In
 Current MIN MAX MIN MAX MIN MAX MAX
 63mA~4A 60 30 10 2 3 300 20 
  min min ms sec ms ms ms
 5A~6.3A 60 30 10 3 3 300 20
  min min ms sec ms ms ms
 8A~16A 30 30 40 20 10 1 30
  min min ms sec ms sec ms

Type UBM/UBM-A
5ØX20mm
Quick Acting High Breaking Capacity

43

Mechanical Dimension

Interrupting Rating
1500 amperes at 250V AC.
Approval              
 UBM 
SEMKO 63mA~6.3A
VDE 63mA~10A
TUV 12.5A/16A
BSI 63mA~6.3A
UL Recognized 63mA~10A
CSA Acceptance 63mA~10A
PSE 1A~5A
CCC 63mA~6.3A
KTL 63mA~6.3A
CQC 8A /10A
Recognized Component 
 for Canada and U.S.  10.1A~16A

UBM-A
SEMKO 63mA~6.3A
VDE 63mA~10A
TUV                            12.5A/16A
UL Recognized 63mA~10A
CSA Acceptance 63mA~10A
PSE 1A~5A
KTL 63mA~6.3A
CQC 1A~10A
Recognized Component 
 for Canada and U.S.  10.1A~16A

Interrupting Rating
500mA~16A : 1500 amperes at 277V AC(optional)
     
Approval              
 UBM-A
Recognized Component for Canada and U.S.
                                         500mA~16A
 TUV 500mA~16A

Operating Temperature 
-55°C to +125°C
Physical Specification 
Material   
 Ceramic body / Nickel Plated Brass Caps
 Lead Wire:
 Diameter Ø0.8mm  12A and less.
 Diameter Ø1.0mm  for rating above 12.5A.
Packaging
 In Bulk: 
 UBM-1,000 pcs ; UBM-A-500 pcs per box

*1: 277V optional

Catalog
Number

Ampere
Rating
[ In ]

Voltage
Rating

( V )

Nominal
Resistance
Cold Ohms

Voltage
Drop

(mv)MAX

Nominal
Melting I2t

A2 Sec
UBM/UBM-A .063 63mA

250V*1

10.390 8800 0.00079
UBM/UBM-A .080 80mA 7.7820 7600 0.00128
UBM/UBM-A .100 100mA 6.3375 7000 0.00200
UBM/UBM-A .125 125mA 3.3280 5000 0.00770
UBM/UBM-A .160 160mA 2.7060 4300 0.01272
UBM/UBM-A .200 200mA 2.0270 3500 0.01988
UBM/UBM-A .250 250mA 1.4370 2800 0.03106
UBM/UBM-A .315 315mA 0.9381 2500 0.08905
UBM/UBM-A .400 400mA 0.3740 2000 0.14400
UBM/UBM-A .500 500mA 0.2500 1800 0.21257
UBM/UBM-A .630 630mA 0.1624 1500 0.36512
UBM/UBM-A .800 800mA 0.1132 1200 0.58481
UBM/UBM-A 001 1A 0.0910 1000 0.91982
UBM/UBM-A 1.25 1.25A 0.1462 800 1.07974
UBM/UBM-A 1.60 1.6A 0.0916 600 1.32649
UBM/UBM-A 002 2A 0.0727 500 1.84136
UBM/UBM-A 2.50 2.5A 0.0509 400 4.33125
UBM/UBM-A 3.15 3.15A 0.0370 350 9.59994
UBM/UBM-A 004 4A 0.0283 300 15.5200
UBM/UBM-A 005 5A 0.0208 250 38.3333
UBM/UBM-A 6.30 6.3A 0.0150 200 73.4265
UBM/UBM-A 008 8A 0.0094 200 108.800
UBM/UBM-A 010 10A 0.0075 200 170.000
UBM/UBM-A 012 12A 0.0062 200 221.000
UBM/UBM-A 12.5 12.5A 0.0043 200 234.000
UBM/UBM-A 015 15A 0.0041 200 341.000
UBM/UBM-A 016 16A 0.0040 200 384.000


