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Cartridge Fuse Clips

Product Dimensions

Agency Approval

Agency Agency File Number

102 080 122 090 100 058

E14721

Nominal 
Fuse 

length

 “A”
length

5/8 .760

3/4 .880

7/8 1.005

1 1.130

1 1/16 1.195

1 1/4 1.380

1 7/16 1.570

Nominal 
Fuse 

length

“A”
length

1 0.781

1 1/14 1.035

1 7/16 1.250

mounting Dimensions for 102/122 Series

Product Characteristics

102 080 122 090 100 058

Compatible 
Fuse Size 1/4” Diameter and 6.3mm×32mm Fuses

Current Level 15 Amps max 30 Amps max 15 Amps max

mounting Dimensions for 100 Series

102/122 Series

100 Series

Width leadslength leads

100/102/122 Series Low Profile Circuit Board Mount Fuse Clips for 1/4” Diameter Fuses

102 080 / 122 090 Clip 
Dimensions

6.35
(.25˝)

7.52
(.30˝)

7.52
(.30˝)

7.11
(.28˝)

5.18
(.20˝)

2.79 (.11˝)

1.52 (.06˝)

R0.76
(R.03˝)

A

1.78 (.07˝) DIA. Holes

Recommended Mounting
Dimensions

7.52
(.30˝)

7.52
(.30˝)

100 058 Clip 
Dimensions

5.84
(.23˝)

4.83 (.19˝)

1.02
(.04˝)

4.88
(.19˝)

7.40
(.29˝)

3.18
(.13˝)

7.11
(.28˝)

R0.51
(R.02˝)

A

2.54
(.10˝)

5.08
(.20˝)

Recommended Mounting
Dimensions

1.32 (.052˝) DIA. Holes
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Cartridge Fuse Clips

Ordering Information

Ordering pN* Catalog No. Clip material plating Style packaging Available

0102 0080 102 080 Spring Brass Tin-plated Ear H or Z

0122 0090 122 090 Beryllium Copper Silver-plated Ear N or Z

0100 0058 100 058 Spring Brass Tin-plated Ear M or N or Z

“H” = std. package 100 pcs per pack
“M” = std. package 1000 pcs per pack
“N” = std. package 5000 pcs per pack
“Z” = for bulk package

Add Suffix to the Ordering PN for Packaging

Additional Information

Datasheet SamplesResources

Datasheet SamplesResources

Datasheet SamplesResources

100 Series100 Series 100 Series

102 Series102 Series 102 Series

122 Series122 Series 122 Series


