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REF
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INNER
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MATERIALS AND FINISHES:

BODY: STAINLESS STEEL
PLATED: PASSIVATE

CENTER CONTACT: BERYLLIUM COPPER
PLATED: GOLD (50µ-in) MIN
OVER NICKEL (100µ -in) MIN

INSULATOR: PTFE

SCREW: STAINLESS STEEL
PLATED: PASSIVATE

REF.0025
0.064

CENTER CONTACT

.020 ±.001
0.508 ±0.025
⌀

CONTACT

.005 +.003
-.000

0.13 +0.08
-0.00
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THRU
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GROUND PAD
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SIGNAL PAD

.030 ±.003
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⌀

GENERAL PCB LAYOUT

REF.394
10.00

⌀REF.282
7.16

⌀

0-80 UNF
2 PLACES

DETAIL C

C

DETAIL D

D

REF.065
1.65

GROUNDING RING

SMA JACK 
INTERFACE

1/4-36 UNS-2A

MOUNTING SCREWS MUST NOT 
EXTEND BEYOND THIS POINT

GROUND
PAD

SIGNAL PAD

.218

MIN
5.54

SEE SHEET 2 FOR PART NUMBERS
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PS-89675-3460 ELECTO/MECH PERFOR
MIL-STD-348B, FIG 310-2 SMA JACK INTERFACE

SPECIFICATION DESCRIPTION

REF.376
9.54
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73251-3485 .125/3.18 .050+.00/-.040 1.27+0.00/-1.02 2 TRAY BULK
73251-3484 .375/9.52 .255+.040/-.02 6.48+1.02/-.51 2 TRAY BULK
73251-3483 .250/6.35 .130+.040/-.02 3.30+1.02/-.51 2 TRAY BULK
73251-3482 N/A N/A N/A NO SCREW SINGLE BAG NONE
73251-3481 .188/4.76 .062+.040/-.01 1.57+1.02/-.25 2 TRAY BULK
73251-3480 N/A N/A N/A NO SCREW TRAY NONE

PART NO.
(IN/MM) IN MM

SCREWS (QTY) PACKAGING SCREW
PACKAGINGDIM A DIM B

MATERIALS AND FINISHES: SEE SHEET 1

PCB LAYOUT: SEE SHEET 1

B
B

PCB RANGE
SEE TABLE

.218

MIN
5.54

.116 +.000
-.012

2.95  0.00
-0.30

⌀

A

SCREW LENGTH
SEE TABLE

A

+.000
-.031
 .00
-.79

0-80 UNF-2A THREAD
TORQUE TO .5-.8 lb-in

FOR ADDITIONAL APPLICATION NOTES
SEE SHEET 3 OF SD-73251-185

.042 +.002
-.006

1.06 +0.05
-0.15
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