NCB-G & NCB-GH Series

High Frequency Ferrite Chip Beads

-
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FEATURES
* STANDARD EIA 0402 ~ 0603 CASE SIZES
* EFFECTIVE EM/RFI SUPPRESSION > 1 GHz
e CURRENT RATINGS UP TO 200 mA
* HIGH IMPEDANCE OVER A WIDE FREQUENCY RANGE
e COMPATIBLE WITH AUTOMATIC PICK AND PLACE EQUIPMENT
* REFLOW SOLDERING APPLICABLE
OPERATING TEMPERATURE RANGE: -55°C TO +125°C
Impedance | Impedance DC e
gilzée g}ﬁ at F1)00MHz aFt) 1GHz | Resistance C&Zir‘t (mAm) (mBm) (mCm) (mDm)
Ohms Q Ohms Q Max. (€2) (MA)
NCB-G0402G121TRO30F 120 500 0.7 300
NCB-G0402K181TRO10F 180 400 1 100
NCB-G0402G221TR025F 220 900 1 250
NCB-G0402D221TR020F 220 400 0.6 200
NCB-G0402D301TRO10F 300 400 1 100
NCB-G0402K301TRO10F 300 600 1.1 100
NCB-G0402D471TR0O10F 470 500 1.2 100
NCB-G0402K471TRO10F 470 900 1.3 100
0402 "N CB-G0402D601TROTOF 600 700 15 100 | 1001 | 05201105201 1025201
NCB-G0402K601TR0O10F 600 1100 1.6 100
NCB-G0402U601TRO10F 600 600 1.2 100
NCB-G0402D102TRO05F 1000 900 1.8 50
NCB-G0402K102TRO05F 1000 1200 1.8 50
NCB-G0402U102TRO05F 1000 900 1.8 50
NCB-G0402B152TR0O05F 1500 1400 2.2 50
NCB-G0402B182TR0O05F 1800 1600 2.4 50
NCB-G0603U181TR020F 180 180 0.55 200
NCB-G0603K301TRO10F 300 400 1 100
NCB-G0603U301TRO20F 300 300 0.75 200
NCB-G0603K471TRO10F 470 700 1.2 100
0603 | NCB-G0603U471TR020F 470 400 0.85 200 1.6+0.2 | 0.8+0.15| 0.8 +0.15| 0.3 +0.2
NCB-G0603K601TRO10F 600 850 1.5 100
NCB-G0603U601TRO20F 600 450 1 200
NCB-G0603K102TRO05F 1000 1100 1.8 50
NCB-G0603U102TR0O10F 1000 750 1.6 100
Note: Other values and case sizes available.
PART NUMBER SYSTEM
NCB-G 0603 K 301 TR 020 E
—|j DC Current Rating (see standard values and case size table)
Packaging: TR = Tape and Reel
Impedance at 100MHz
‘ 3 digit code; first two digits are significant third digit is no. of zeros
Impedance Characteristic (see impedance curves)
Size
Series
C
TERMINATION:
— (Nickel Barrier
—» D|<— _>| Dl<e— with Sn Plate Finish)
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TAPE DIMENSIONS (mm)

(PRESSED PAPER CARRIER)

T

. ) NCB-G0402 NCB-G0603
Dimensions|  NGB-GH0402 NCB-GH0603 <—>. w
A 0.65 1.00 !
B 1.15 1.80
T 0.80 1.10 - — “@ —$ —GP
w 8.0 £ 0.3
E 1.75 + 0.1
F 3.5+0.05 — H .
P1 2.0+0.1 | 4.0+0.1
P2 2.0+ 0.05 | ’
Chips/Reel 10,000 | 4,000 ’i | -
REEL DIMENSIONS
Dim Size: 0402 & 0603
A 178+ 2.0
B 58 + 2.0 L
c 3.0 £0.1
W 9.0+1.5

RECOMMENDED LAND PATTERN (mm)

le— g —>le— A —>le— 5 —>

Size A B C

0402 0.45 ~ 0.55 0.40 ~ 0.50 0.45 ~ 0.55

0603 0.60 ~ 0.80 0.60 ~ 0.80 0.60 ~ 0.80
C

.
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Temperature °C
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"130°C ~ 190°C °
90 ~ 150 sec.

Time above 240°C
:20 ~ 60 sec. max.

REFLOW SOLDERING PROFILE

Time (seconds)
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