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NO: SD-090 PRODUCT:  61F Floatless Level Switches,  
   K7L-AT Leak Detector,  
   SDV-F Voltage Sensor 
DATE: August 2015 TYPE:  Modification Notice 

Label Maker’s Mark Modified to Meet CSA Requirements 
61F Floatless Level Switches, K7L-AT Leak Detector, SDV-F Voltage Sensor 
 
Effective date: April 2016 production 
 
Reason for modification:  CSA requires that 
certified products identify the maker of the product 
label. The supplier for these Omron products 
changed the appearance of their logo. 
 
There is no change in product specifications. 

Affected Series 
Model 61F-GN / -IN 
Model 61F-GP-N 
Model 61F-GPN-V50 
Model 61F-GP-N8-V50 
Model K7L-AT50 
Model SDV-F 

Changes 
Model K7L-AT is shown in the example. Labels on the other products are marked in the same 
location. 
 

Before the change After the change 

  
 
 
 
 
 
 

  



Product Details 
Models Specification  Models Specification 

61F-GP-N8-V50 110VAC  61F-G2NR AC120/240 
61F-GP-N8-V50 220VAC  61F-G3N AC110/220 
61F-GP-N8-V50 230VAC  61F-G3N AC120/240 
61F-GP-N8-V50 240VAC  61F-G3N-NGD AC100/200 
61F-GP-N8-V50 24VAC  61F-G3ND AC100/200 
61F-GP-N8H 230VAC  61F-G3ND AC110/220 
61F-GP-N8H 240VAC  61F-G3ND AC120/240 
61F-GP-N8H 24VAC  61F-G3NH AC100/200 
61F-GP-N8R 120VAC  61F-G3NH AC110/220 
61F-GP-N8R 230VAC  61F-G3NH AC120/240 
61F-GP-N8R 240VAC  61F-G3NL 2KM AC100/200 
61F-GP-N8R 24VAC  61F-G3NL 4KM AC100/200 
61F-GPN-V50 AC24V  61F-G3NL 2KM AC110/220 
61F-G1N AC100/200  61F-G3NL 4KM AC110/220 
61F-G1N AC110/220  61F-G3NL 2KM AC120/240 
61F-G1N AC120/240  61F-G3NL 4KM AC120/240 
61F-G1ND AC100/200  61F-G3NR AC100/200 
61F-G1ND AC110/220  61F-G3NR AC110/220 
61F-G1ND AC120/240  61F-G3NR AC120/240 
61F-G1NH AC100/200  61F-G4N AC110/220 
61F-G1NH AC110/220  61F-G4N AC120/240 
61F-G1NH AC120/240  61F-G4ND AC100/200 
61F-G1NL 2KM AC100/200  61F-G4ND AC110/220 
61F-G1NL 4KM AC100/200  61F-G4ND AC120/240 
61F-G1NL 2KM AC110/220  61F-G4NH AC100/200 
61F-G1NL 4KM AC110/220  61F-G4NH AC110/220 
61F-G1NL 2KM AC120/240  61F-G4NH AC120/240 
61F-G1NL 4KM AC120/240  61F-G4NL 2KM AC100/200 
61F-G1NR AC100/200  61F-G4NL 4KM AC100/200 
61F-G1NR AC110/220  61F-G4NL 2KM AC110/220 
61F-G1NR AC120/240  61F-G4NL 4KM AC110/220 
61F-G2N AC110/220  61F-G4NL 2KM AC120/240 
61F-G2N AC120/240  61F-G4NL 4KM AC120/240 
61F-G2ND AC100/200  61F-G4NR AC100/200 
61F-G2ND AC110/220  61F-G4NR AC110/220 
61F-G2ND AC120/240  61F-G4NR AC120/240 
61F-G2NH AC100/200  61F-GN AC110/220 
61F-G2NH AC110/220  61F-GN AC120/240 
61F-G2NH AC120/240  61F-GND AC110/220 
61F-G2NL 2KM AC100/200  61F-GND AC120/240 
61F-G2NL 4KM AC100/200  61F-GNH AC110/220 
61F-G2NL 2KM AC110/220  61F-GNH AC120/240 
61F-G2NL 4KM AC110/220  61F-GNL 2KM AC110/220 
61F-G2NL 2KM AC120/240  61F-GNL 4KM AC110/220 
61F-G2NL 4KM AC120/240  61F-GNL 2KM AC120/240 
61F-G2NR AC100/200  61F-GNL 4KM AC120/240 
61F-G2NR AC110/220  61F-GNR AC110/220 
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Models Specification  Models Specification 

61F-GNR AC120/240  61F-GPN-V50 AC230 
61F-IN AC110/220  61F-GPN-V50 AC240 
61F-IN AC120/240  K7L-AT50 － 
61F-IND AC100/200  K7L-AT50D － 
61F-IND AC110/220  K7L-AT50D-S － 
61F-IND AC120/240  SDV-FH2 DC24 
61F-INH AC100/200  SDV-FH2-TC － 
61F-INH AC110/220  SDV-FH2T DC24V 
61F-INH AC120/240  SDV-FH3 DC48 
61F-INL 2KM AC100/200  SDV-FH3T DC48V 
61F-INL 4KM AC100/200  SDV-FH4 DC100/110 
61F-INL 2KM AC110/220  SDV-FH4-TC － 
61F-INL 4KM AC110/220  SDV-FH4T DC100/110V 
61F-INL 2KM AC120/240  SDV-FH5 DC125V 
61F-INL 4KM AC120/240  SDV-FH5-TC － 
61F-GP-N8H 100VAC  SDV-FH51 DC200/220V 
61F-GP-N8H 110VAC  SDV-FH51-TC DC200/220 
61F-GP-N8H 120VAC  SDV-FH5T DC125V 
61F-GP-N8H 200VAC  SDV-FH6 AC100/110 
61F-GP-N8H 220VAC  SDV-FH6-TC － 
61F-GP-N8R 100VAC  SDV-FH61 AC120V 
61F-GP-N8R 110VAC  SDV-FH6T AC100/110V 
61F-GP-N8R 200VAC  SDV-FH7 AC200/220 
61F-GP-N8R 220VAC  SDV-FH7-TC － 
61F-GP-N8Y 110VAC  SDV-FH71 AC240V 
61F-GP-N8Y 240VAC  SDV-FH7T AC200/220V 
61F-GP-N8Y 24VAC  SDV-FL2 DC24 
61F-GP-NH AC100  SDV-FL3 DC48 
61F-GP-NH AC110  SDV-FL4 DC100/110 
61F-GP-NH AC115  SDV-FL4-TC － 
61F-GP-NH AC120  SDV-FL5 － 
61F-GP-NH AC200  SDV-FL6 AC100/110 
61F-GP-NH AC220  SDV-FL7 AC200/220 
61F-GP-NH AC230V  SDV-FM2 DC24 
61F-GP-NH AC240  SDV-FM3 DC48 
61F-GP-NR AC100  SDV-FM3-TC － 
61F-GP-NR AC110  SDV-FM4 DC100/110 
61F-GP-NR AC200  SDV-FM5 － 
61F-GP-NR AC220  SDV-FM6 AC100/110 
61F-GP-NR AC240  SDV-FM6-TC － 
61F-GPN-V50 AC110  SDV-FM61 AC120V 
61F-GPN-V50 AC120  SDV-FM7 AC200/220 
61F-GPN-V50 AC220  SDV-FM71 AC240V 

 
 
 

Specifications in this product news are as of the issue date and are subject to change without notice. 
Only main changes in specifications are described in this document. Please be sure to read the relevant catalogs, datasheets, product 
specifications, instructions, and manuals for precautions and necessary information when using products. 
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