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Solid single core tinned 
copper Equipment Wires
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Part Number Table

Description Part Number
Equipment Wire, Solid single Core, PVC, 1/0.6mm, Black, 100m MCP00025
Equipment Wire, Solid single Core, PVC, 1/0.6mm, Blue, 100m MCP00026
Equipment Wire, Solid single Core, PVC, 1/0.6mm, Green, 100m MCP00027
Equipment Wire, Solid single Core, PVC, 1/0.6mm, Orange, 100m MCP00028
Equipment Wire, Solid single Core, PVC, 1/0.6mm, Red, 100m MCP00029
Equipment Wire, Solid single Core, PVC, 1/0.6mm, White, 100m MCP00030
Equipment Wire, Solid single Core, PVC, 1/0.6mm, Yellow, 100m MCP00031
Equipment Wire, Solid single Core, PVC, 1/0.6mm, Brown, 100m MCP00032
Equipment Wire, Solid single Core, PVC, 1/0.6mm, Grey, 100m MCP00033

Description
Solid core tinned copper equipment wire

Application
A solid core and PVC insulated wire used for general internal wiring of electronic equipment, control systems, security and 
computing equipments.

Conductor : Solid tinned annealed copper
Conductor Size : 1/0.6mm
Insulation : PVC
Nominal O.D : 1.2±0.1mm
Colour : Black, Blue, Brown, Grey, Yellow, Green, Red, White, Orange

Construction

Electrical Characteristics:
Rated Temperature : 70°C
Core Spark Test : 3000V
Conductor Resistance  : 63.9Ω / KM (@ 20°C)

https://www.newark.com/multicomp-pro
https://www.farnell.com/multicomp-pro
https://element14.com/multicomp-pro

